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CP05 U1N02 1/4’’
CP05 U1N03 3/8’’
CP05 U1N04 1/2’’

CP15 U1N02 1/4’’
CP15 U1N03 3/8’’
CP15 U1N04 1/2’’

CP21 U1 06 6
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CP21 U2 10 10
CP21 U2 13 13
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CP05 A1N04 1/2’’
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CP21 A1 10 10
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Composite automatic safety couplers

> For quick and repetitive connection and disconnection
> 100% safety – ISO 4414 and European EN 983 
   compliant
> Very high flow, extremely low pressure loss
> Lightweight and robust 
> Improved hand grip
> Fast vent time

> Male thread with integral seal
> Suitable fluids: compressed air, argon, nitrogen 
   (please consult us for other fluids) 
> Max. working temperature: 232 psi 
> Working temperature: from -4°F to +140°F

Flow curve –
pressure loss

ISO B 3/8’’
ISO 6150 B
AFNOR NF 49-053
US.MIL.C4109
CEJN 430
RECTUS 30

Male NPT Female NPT Coupler
with
hosetail

Male NPT Female NPT Coupler
with
hosetail

Male NPT Female NPT Coupler
with
hosetail

Safety ISO B 1/4’’
ISO 6150 B
AFNOR NF 49-053
US.MIL.C4109
CEJN 310
RECTUS 23-24

ARO 1/4’’
ARO 210
CEJN 300
ORION 44510
PARKER 50
RECTUS 14-22

Flow in Nm3/h3/h3

To convert
Nm3/h to cfm, 3/h to cfm, 3

use a coefficient 
of 0.588
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CA84 U1N02     1/4’’
CA84 U1N03     3/8’’

CA83 U1N02 1/4’’
CA83 U1N03 3/8’’

CA94 U1 06 6
CA94 U1 08 8
CA94 U1 10 10

CA84 U2N02 1/4’’
CA84 U2N03 3/8’’

CA83 U2N02 1/4’’
CA83 U2N03 3/8’’

CA94 U2 08 8
CA94 U2 10 10
CA94 U2 13 13
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CA83 A1N03 3/8’’
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Transair composite automatic couplers comply with worldwide ISO 4414 and European EN 983
safety standards. Disconnection is by a double twist of the sleeve.

1st rotation in direction
of the arrow:

pressure rapidly vented out,
plug side.

2nd rotation in direction
of the arrow:
safe disconnection of body
and plug.

Male plug NPT Female plug 
NPT

Plug
with
hosetail

Male plug NPT Female plug 
NPT

Male plug NPT Female plug 
NPT

Probe
with
hosetail

Pressure loss in barPressure loss in bar
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of 0.588

Flow in Nm3/h3/h3

To convert
Nm3/h to cfm, 3/h to cfm, 3

use a coefficient 
of 0.588

Composite automatic safety couplers

ØD
(mm)




